
• C73 low brightness lens standard

• Heavy gauge Alzak® reflector

• Textured white aluminum door

• Heavy gauge spun aluminum

• Surface, wall and pendant mount

• Electronic dual volt ballast

• Standard G24 base 4 pin lamp holder

• Standard colors: bronze black and white

• Factory pre wired for easy field installation

• UL 1598

• UL wet location consult factory

PBRD - PAINTED BRONZE DOOR WHT - WHITE POWDER COAT

PWTD - PAINTED WHITE DOOR EM - EMERGENCY BATTERY PACK

PBLD - PAINTED BLACK DOOR P - PENDANT MOUNT

BZBD - BRONZE BAFFLE DOOR DO - DROP OPAL LENS

BLBD - BLACK BAFFLE DOOR FF - FRESNEL LENS

WTBD - WHITE BAFFLE DOOR F - FUSE

TP - TAMPER PROOF DOOR S - SURFACE MOUNT

BRZ - BRONZE POWDER COAT W - WALL MOUNT

BLK - BLACK POWDER COAT

Type   Cat. No.
______ ____   ________________
______ ____   ________________

Project:______________________

Notes:_______________________

C-HFL7.5

C-HFL7.5  -_________ - _________ - _________ - _________
                              TYPE                   LAMP                 REFLECTOR             VOLTAGE               OPTIONS

MOUNT SERIES/SIZE COLOR LAMP DOOR/COLOR LENS VOLTAGE
C HFL 7.5 SPECIFY 1 OR 2 13Q PTWD C73 120/277
C HFL 7.5 SPECIFY 1 OR 2 18Q PTWD C73 120/277
C HFL 7.5 SPECIFY 1 OR 2 26Q PTWD C73 120/277
C HFL 7.5 SPECIFY 1 32T PTWD C733 120/277
C HFL 7.5 SPECIFY 1 42T PTWD C73 120/277
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