
• Low iridescent Alzak® reflector with polished self
       flange

• Heavy gauge spun aluminum housing

• Medium base 4kv pulse rated socket

• Surface, wall and pendant mount available

• Standard colors: bronze, black and white

• Factory pre wired

• UL 1598

• For UL wet location consult factory

CG - CHAMPAGNE GOLD ALZAK®  277 - CONSULT FACTORY

PW - PEWTER ALZAK® CGL - CLEAR GLASS LENS CONSULT FACTORY

BMB - BLACK BAFFLE TRIM S - SURFACE MOUNT

MWT - MATTE WHITE TRIM FLANGE W - WALL MOUNT

WET - UL WET CONSULT FACTORY P - PENDANT MOUNT 2 FT HANG-STRAIGHT STD

BRZ - BRONZE POWDER COAT F - FUSE

BLK - BLACK POWDER COATED WW - WALL WASH

WHT - WHITE POWDER COATED RF - RETRO FIT CONVERSION KIT CONSULT FACTORY

Type   Cat. No.
______ ____   ________________
______ ____   ________________

Project:______________________

Notes:_______________________

C-IP7.5

C-IP7.5  -_________ - _________ - _________ - _________
                         TYPE                   LAMP                 REFLECTOR             VOLTAGE               OPTIONS

MOUNT SERIES/SIZE LAMP COLOR REFLECTOR VOLTAGE
C IP7.5 65W PAR38 SPECIFY CL 120
C IP 7.5 90W PAR38 SPECIFY CL 120
C IP 7.5 100W PAR38 SPECIFY CL 120
C IP 7.5 150W PAR38 SPECIFY CL 120
C IP 7.5 200W PAR38 SPECIFY CL 120
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