
PROJECT  ______________
TYPE        ______________

• Low Iridescent reflector
• Heavy extruded aluminum heat sink
• Galvanized steel frame
• Suitable for through branch circuit wiring
• Factory pre-wired for easy installation
• UL Listed Universal voltage electronic
   BALLAST

A  B  C LENGTH WIDTH CUT OUT
INCH 6” 7.125 9.875  13.250  10.250  6.500
MM 152.40 180.97 250.08 336.55 260.35 165.10

1 or 2-13Q 120/277 CL CLW CGL DIMA ETS CP
1 or 2-18Q CWW MWT C73 DIMH EM WET

 1 or 2-26Q BMB FNL FNL F SCA
1-32T
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CL CLEAR DIMH LUTRON HILUME DIMMING
CWW CLEAR WALL WASH EM EMERGENCY BATTERY PACK
CLW CLEAR WHITE TRIM ETS EMERGENCY TRANSFER DEVICE
MWT MATTE WHITE TRIM SCA SLOPE CEILING ADAPTOR*
CGL CLEAR GLASS LENS* F FUSE
C73 CORNING PATTERN 73 LENS CP CHICAGO PLENUM*
FNL FRESNEL LENS WET UL WET LOCATION*
DIMA ADVANCE MK10 DIMMING


