
• Heavy gauge low iridescent clear Alzak®  reflector with
       self trimming flange

• Textured white aluminum door

• Heavy formed socket strap

• 14 gauge easy access galvanized steel junction box

• Suitable for through branch circuit wiring

• Insulation detector

• Factory pre-wired

• UL 1598

• Positive trim retention with 3 screws secured to cage nut
      Brackets

• C73 low brightness lens standard

PBRD - PAINTED BRONZE DOOR CP - CHICAGO PLENUM CONSTRUCTION CCEA

PBLD - PAINTED BLACK DOOR F - FUSE

PWTD - PAINTED WHITE DOOR C73 - PATTERN 73 LOW BRIGHTNESS LENS

BZBD - BRONZE BAFFLE DOOR DO - DROP OPAL LENS

BLBD - BLACK BAFFLE DOOR HOL - HOLOPHANE CONTROL LENS

TP - TAMPER PROOF DOOR FF - FRESNEL LENS

MWT - MATTE WHITE TRIM FLANGE BH - BAR HANGER

WTBD - WHITE BAFFLE DOOR

Type   Cat. No.
______ ____   ________________
______ ____   ________________

Project:______________________

Notes:_______________________

SP-HIAL7.5

SP-HIAL7.5   -_________ - _________ - _________ - _________
                              TYPE                         LAMP                 REFLECTOR            VOLTAGE               OPTIONS

A B C LENGTH WIDTH CUT OUT
INCH 7.375 8.50 6.50 15.75 10 8
MM 187.33 215.90 165.10 400.05 254 203.20

SERIES/SIZE LAMP DOOR/COLOR LENS VOLTAGE
SP-HIAL7.5 40 A19IF PWTD C73 120
SP-HIAL7.5 60 A19IF PWTD C73 120
SP-HIAL7.5 75 A19IF PWTD C73 120
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